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MAT BLANCO 
Reflective and protective paint for bituminous membranes 

DESCRIPTION 
Protective and reflective single component coating with water dispersed copolymer base, white. MAT BLANCO 
perfectly adheres to the bituminous membranes providing an effective protection from UV rays, atmospheric agents 
and reflective white colouring, reduces both the surface temperature of the bituminous surface and internal building 
temperature. The high emissivity value also favours the dissipation of accumulated heat from the membrane during 
daylight hours. 
MAIN APPLICATIONS 
MAT BLANCO is a protective coating for asphalt materials particularly suitable to increase the efficiency of photovoltaic 
panels. 
USES 
MAT BLANCO is particularly suitable for the increase of solar panel efficiency, refracting and increasing the direct and 
diffuse light. Suitable for the protection of asphalt materials from the UV rays and chemical and physical agents that 
hasten the ageing process. MAT BLANCO can also be applied on plasters, concrete & fiber cement, wood and metal 
surfaces as well as roof tiles. MAT BLANCO is particularly suitable for the protection of polymer bitumen membranes 
self-protected with mineral slates or polypropylene mat. 

DOSAGE 
Kg/sq m 0,200-0,400 for each layer. 
The quantity is approximate and depends on the surface and the type of application. It is therefore recommended to 
make a test application to verify the actual quantity. 
USE 
Before applying make sure that the surfaces are dry, clean and free of dirt, oil and grease.  
Please note: as with all water-based paints, MAT BLANCO cannot be applied on humid surfaces. Apply MAT 
BLANCO only on roofs with slopes, roofs that allow the total drainage of storm water in 24 hours (UNI 8627). Use 
on double reinforced membranes. 
Mix well before use to obtain a homogeneous solution. Apply MAT BLANCO when the ambient temperature is above 
+5°C and when rain or frost is not expected. Avoid extremes of cold and heat during the drying of the paint film. The 
product can be applied by roller, brush or spray. To obtain a perfect and uniform coverage we recommend applying 
two coats. The product is ready to be used.  If necessary, dilute with clean water (up to 10%). The second coat should 
be applied once the first coat is completely dry (6-24 hours).  
Warning: Store in well-ventilated areas or but not in direct sunlight and away from heat sources. Storage temperature: 
between +5°C and +35°C. 
Safety precautions: The product is not classified as hazardous and does not require labelling according to current EU 
standards. Comply with the normal in force precautions and regulations relevant to health and safety. 
 

Chemical-physical properties  
Appearance Dense liquid 
Dried film appearance  Opaque white 
Specific weight kg/l (ISO 2811) 1,33 ± 0,05 
Viscosity at 23°C (R6 at 50 rpm) (ISO 2884) 12000 – 18000 cPs 
Complete polymerization at 20°C About 20 days 
Drying time at 20°C (touch) About 3 hours 
Drying time at 20°C (over-coating) About 24 hours 
Maximum VOC < 40 g/l 
Reflectivity (membrane + Mat Blanco) 76% 
Emissivity (membrane + Mat Blanco) 90% 
SRI (membrane + Mat Blanco) 94 – 94 – 95 

                                   Matco reserves the right to alter the ratings without notice. 
 

 


