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MAT GRIP BASE 
Universal binder 

DESCRIPTION 

MAT GRIP BASE is a universal binder that, once dry, guarantees a strong adhesion of any cement mix on various 

kinds of smooth surfaces [concrete, aerated concrete, plasterboard sheets (gypsum), bricks, ceramics, wood and 

insulation panels]. 

MAT GRIP BASE is based on synthetic resins in water dispersion and siliceous aggregates, therefore, it can be applied 

both indoors and outdoors and ensures a homogeneous appearance to skim coatings and plaster. The product is 

ready to use and easy to apply. 

APPLICATIONS 

MAT GRIP BASE can be used as an adhesion promoter before laying plaster (maximum thickness of 2 cm) and skim 

coating. It can be applied as a bonding layer to cement adhesives prior to laying flooring or wall cladding, as 

insulation for plaster and plasterboard and to improve adhesion of skim coating compounds on insulating panels. 

PREPARING THE SURFACE 

The surface must be clean, solid, without grease or loose parts and must be perfectly dry. 

PRODUCT APPLICATION 

MAT GRIP BASE is applied directly by brush, roller or spray. The product does not require dilution. Mix the product 

before use. After drying, it is possible to proceed with the application of the plaster or smoothing. It is possible to 

proceed with the subsequent application of the product even a long time after MAT GRIP BASE has been applied. 

CONSUMPTION 

About 300 g/m² for one coat. 

WARNING 

Store the product in a dry place and in tightly closed original packaging at temperatures between 3°C and 35°C. In 

these conditions, the product will maintain its characteristics unaltered for at least 12 months. All the tools used for 

applying MAT GRIP BASE can be washed with water before the material hardens. Avoid applying at temperatures 

below 5°C and above 40°C, but never with persistent fog or in imminent danger of rain that could wash out the 

product. 

SAFETY INSTRUCTIONS 

The product does not contain solvents, therefore it is not flammable or harmful to health. Use protective gloves and 

goggles. 

 

Technical features  

Aspect fluid 

Colour white 

Specific weight (g/cm3) 1.60 ± 3% 
  

Viscosity 5000 cPs 

pH 8 ± 1 

Dry residue 72% ± 5 pp 

Recommended application temperature from 5°C to 35°C 

Waiting time before being able to apply products on top About 3 hours 

Consumption 250-350 g/m2 

  

 
Tests performed at 23°C RH 50% and in absence of ventilation.  
The information in this note is based on our experience; we recommend to carry out careful verification applications. 

We cannot, therefore, take responsibility on the suitability of the product chosen and the possible wrong use of the 

products. MATCO reserves the right to change the ratings without notice. 

 

 

 

 


