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RIPRISTINA 

 

Asbestos fixative 
 

 
DESCRIPTION 

Adhesive primer, based on modified resins in aqueous emulsion. Suitable as penetrating sealant for type 

"B" and "D" encapsulating coatings. 

 

APPLICATIONS 

RIPRISTINA is an elastomeric penetrating sealant suitable for the remediation of asbestos cement 

structures, facilitating the encapsulation of the fibres in accordance with Italian Law No. 257 of 27/03/92 

and subsequent ministerial decrees. Type "B" and "D" encapsulating coatings. 

 

SAFETY RULES 

Keep in a cool place. Avoid contact with the eyes and skin. Do not empty into drains. 

 

PRODUCT USE 

Shake before use. Use manual sprayer or spray gun; the best performance is obtained by spraying. We 

do not recommend using a brush or roller to avoid that the mechanical action due to their use causes the 

detachment of asbestos fibres. To ensure perfect adhesion, it is necessary that the surface is devoid of 

deep cracks, clean and free from dust, loose substances and oily stains. For the remediation of asbestos 

cement: for type "B", clean thoroughly; for type "D", it is sufficient to remove the impurities and moss 

adhering to the surface with specific aspirators, fitted with filters suitable for asbestos fibres. Comply with 

the provisions of Law 257/1992 and subsequent Ministerial Decrees. Consumption 0.200 - 0.250 kg/m². 

 

WARNING 

Avoid applying with temperatures below 5°C and with imminent danger of rain or persistent fog. After use, 

clean up the fresh product with water; if the product has dried, remove it with turpentine. 

 

STORAGE 

Store in covered areas where the temperature is> 0°C. Do not stack the pallets. 

Keep away from frost and direct exposure to the sun for long periods. 

 

 

Features Values Tolerance 

Colour Blue  

Specific weight 1.02 kg/l ±0.03 

Dry residue at 130°C 13% ±10% 

Brookfield Viscosity 50 RPM (G no. 2) 150 cps ±100 

pH 8 ± 1 

Drying time for 250 g/m² 

at 20°C - 55% RH 2 h approx. 

   

Product yield for 250 g/m² 30 µm ±10 

                                   Matco reserves the right to alter the ratings without notice. 

 

 

 

 

 


